basecvt(1) User Commands basecvt(1)

NAME

basecvt — interacte rumeric base comrter
SYNOPSIS

basecvt[-h][-base][-0base]
DESCRIPTION

The basecvt utility converts values from one base to anothérhitespace-separated values are read from
standard input, and the aanted \alues are written to standard output. The input base can be changed dur
ing corversion by entering, on itswn line, the less-than character (‘<’) followed by thevimse. The out-

put base can be changed duringweosion by entering, on its own line, the greater-than character (*>’) fol-
lowed by the n& base. © display the current input and output bases, enter a '?’ character on its own line.

Bases 2 through 36, inclusj are supported. Digits are represented by the decimal digits ‘0’ through ‘9’
and the alphabetic lette® through ‘Z'. For example, the value 35 in base-36 is represented as ‘Z'.

OPTIONS
-h  Display a command synopsis and copyright message.
-i base

Specifybase as the initial input base. Thalue must be between 2 and 36, inclasThe default is
16.

-0 base

Specifybase as the initial output base. The value must be between 2 and 36 vaclie default is
10.

NOTES

Currently only values which fit in a 32-bit signed integer can bevedad.
SEE ALSO

pascii(1)
AUTHOR

Mark Lindner <markl@gnu.org>
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